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Assembly:

Assembly in generally reverse order
w174
Ball joint:
URi3es
Screw housing UR 14734 and 2 washer UR 13465 with ball joint UR73258

Check that there is no clearance, install in subframe, insert the thick washer,

Tighten slotted nut, secure with split pin -

Move spring plate on new shock absorber with the half rings.
‘Assemble spring seat on top of front spring support

screw shock absorber into ball joint and tighten, assemble retaining washer and rubber
mount on top of shock absorber rod

Assemble lower spring seat on front spring support
Insert spring in the dome from above in spring seat

Press the upper spring support into the top plate, coat the downside with suitable grease
Recommendation: graphite grease

Place gasket UR 72172 on rim of the dome
Place retaining washer, rubber and top plate on rod
Reinsert counter plate under front spring support

Screw 4 pieces M10 threaded rods back into counter plate
until flat with downside

Screw the top plate with the 4 handles down to the dome (approx. 200 mm).

Set-up at the start of the spring preload:
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Note: Top plate cannot be screwed completely down, therefore use 2 pcs. own M8x60 screws to screw
the top plate completely down to the dome

Assemble distance tube, rubber part and retaining washer on the rod
Assemble 6 screws wrench size 11 mm, Disassemble 2 own screws M8x60
Assemble 4 screws wrench size 13 mm

Unscrew and remove the 4 threaded rods from the counter plate

Remove counter plate

Reassemble front wheel
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Instruction replacement front springs and shock absorber for Rolls Royce Silver Shadow Ii

Front springs: RH 13381

Front shock absorber: UR 71744

GENERAL NOTICE

‘The work described below may only be carried out if all work steps have been fully understood. It is expressly
pointed out the potential danger due to the high tension of the spring.

Reference to additional information

For further detailed information please refer to the “Rolls Royce Silver Shadow & Bentley T Series” Workshop
Manual, Chapter H. Section H2 “Front Monitube shock damper and ball joint”

Structure of the tool:
Counter plate s Handles with axial bearings Counter nuts on top

Distance parts below axial bearing
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Sectional drawing of front damper and spring
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Disassembly:
Disassembly of? front wheel

Place wooden block approx. 20 cm high under steering
knuckle

Lower car until counter plate can be moved under front spring support

4M10 threaded rods (see picture) from above and screw
them into the threaded holes of the counter plate unil
flat with downside of the counter plate

Note 1: If difficult to thread in, then turn at the upper end
of lock nuts with open-end wrench 17mm

Note 2: 2 threaded rods each have 3 pieces M12 nuts as

spacers to avoid collision with fender and brake fluid reservoir
container

Turn the handles down until they rest heavily on the top plate.
Unscrew 10 pieces screws top plate to dome, wrench size 13 mm and 11 mm

Unscrew 2 nuts on top of shock absorber, disassemble retaining washer,
rubber part and distance tube

Alternately turn the 4 handles upwards (counter clockwise), top plate
moves upwards in total 200 mm until spring is completely released

Caution: Make sure that the threaded rod does not unscrew from the
counter plate. If necessary, hold against at the lock nuts

Unscrew the 4 pieces threaded rods from the counter plate and remove them.
Remove the top plate

Remove the spring upwards. If not possible by hand, the spring is jammed on the lower
spring seat. Then lift with screwdriver until spring is released from spring seat.

Spring and top plate in released position:
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Remove shock absorber and spring:
Unscrew shock absorber from bal joint, right-hand thread

Remove shock absorber

Carefully remove front spring support from shock absorber, e.g. with rubber mallet
Remove the half rings

Note: Relatively strong, due to rust in-between

Ball joint UR 73258:
moNToaveenwt onTAsrcr

Check balljoint for clearance by axial movement.
If yes, exchange of ball joint recommended

Remove pin spit

screw down slotted nut ntil it is flat with thread
of ball joint

Hit with hammer from below until the ball
joint has separated from knuckle

Remove washer and slotted nut

Separate housing ball joint UR14734 and ball jointUR73258: Clamp wrench flat of UR14734 in vice and open thread
‘with impact wrench nut size 44mm. If necessary, use heat with welding torch or similar.

Result:

Dome in the body:

Clean inside of the dome with wire brush, rasp, etc., Flatten top side of the dome. Remove some rust if present.
Paint with anti-corrosion paint or underbody protection paint

After disassembly painted
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